
Rating conditions: Cooling indoor 27 °C DB / 19 °C WB. Cooling outdoor 35 °C DB / 24 °C WB. Heating indoor 20 °C DB. Heating outdoor 7 °C DB / 6 °C WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

New
2023

NEW U2 type 4 way 90x90 cassette · R32 / R410A
The 4 way 90x90 cassettes with integrated nanoe X Generator Mark 3 and 
design panel.
A modern flat panel design blends into any space. These cassettes provide high 
energy saving, comfort and better indoor air quality that satisfy customers.

NEW Indoor unit. S-***MU2E5BN 22 28 36 45 56 60 73 90 — 112 140 160
nanoe X Generator Mark 3 Mark 3 Mark 3 Mark 3 Mark 3 Mark 3 Mark 3 Mark 3 — Mark 3 Mark 3 Mark 3

Indoor unit. S-***MU2E5B 22 28 36 45 56 60 73 90 106 — 140 160
nanoe X Generator Mark 2 Mark 2 Mark 2 Mark 2 Mark 2 Mark 2 Mark 2 Mark 2 Mark 2 — Mark 2 Mark 2

Cooling capacity kW 2,2 2,8 3,6 4,5 5,6 6,0 7,3 9,0 10,6 11,2 14,0 16,0
Input power W 20,00 20,00 20,00 20,00 25,00 35,00 40,00 40,00 90,00 95,00 95,00 105,00
Current A 0,21 0,21 0,21 0,21 0,23 0,33 0,36 0,38 0,71 0,74 0,74 0,82
Heating capacity kW 2,5 3,2 4,2 5,0 6,3 7,1 8,0 10,0 11,4 14,0 16,0 18,0
Input power W 20,00 20,00 20,00 20,00 25,00 35,00 40,00 40,00 85,00 90,00 90,00 100,00
Current A 0,20 0,20 0,20 0,20 0,22 0,32 0,35 0,37 0,69 0,72 0,72 0,80
Fan type Turbo fan Turbo fan Turbo fan Turbo fan Turbo fan Turbo fan Turbo fan Turbo fan Turbo fan Turbo fan Turbo fan Turbo fan

Air flow Hi / 
Med / 
Lo

m³/min 12,8 1) / 
12,1 1) / 11,5 1)

12,8 1) / 
12,1 1) / 11,5 1)

14,5 / 13,0 / 
11,5

15,5 / 13,0 / 
11,5

16,5 / 13,5 / 
11,5

21,0 / 16,0 / 
13,0

22,5 / 16,0 / 
13,0

23,0 / 18,5 / 
14,0

34,0 / 25,0 / 
19,0

36,0 / 26,0 / 
20,0

36,0 / 26,0 / 
20,0

37,0 / 28,0 / 
24,0

Sound pressure dB(A) 30 / 29 / 28 30 / 29 / 28 30 / 29 / 28 31 / 29 / 28 32 / 30 / 28 36 / 32 / 29 37 / 32 / 29 38 / 35 / 32 44 / 38 / 34 45 / 39 / 35 45 / 39 / 35 46 / 40 / 38
Sound power dB(A) 45 / 44 / 43 45 / 44 / 43 45 / 44 / 43 46 / 44 / 43 47 / 45 / 43 51 / 47 / 44 52 / 47 / 44 53 / 50 / 47 59 / 53 / 49 60 / 54 / 50 60 / 54 / 50 61 / 55 / 53

Dimension 
(H x W x D)

Indoor mm 256 x 840 
x 840

256 x 840 
x 840

256 x 840 
x 840

256 x 840 
x 840

256 x 840 
x 840

256 x 840 
x 840

256 x 840 
x 840

256 x 840 
x 840

319 x 840 
x 840

319 x 840 
x 840

319 x 840 
x 840

319 x 840 
x 840

Panel mm 33,5 x 950 
x 950

33,5 x 950 
x 950

33,5 x 950 
x 950

33,5 x 950 
x 950

33,5 x 950 
x 950

33,5 x 950 
x 950

33,5 x 950 
x 950

33,5 x 950 
x 950

33,5 x 950 
x 950

33,5 x 950 
x 950

33,5 x 950 
x 950

33,5 x 950 
x 950

Net weight (Panel) kg 19 (5) 19 (5) 19 (5) 19 (5) 19 (5) 20 (5) 20 (5) 20 (5) 25 (5) 25 (5) 25 (5) 25 (5)
Piping diameter 
R32 model

Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)
Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

Piping diameter 
R410A model

Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 3/8 (9,52) 2) 3/8 (9,52) 2) 3/8 (9,52) 2) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)
Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 5/8 (15,88) 2) 5/8 (15,88) 2) 5/8 (15,88) 2) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

1) The data for S-***MU2E5B is different. Please refer the technical manual. 2) When the piping diameter is (liquid) Ø1/4 (6,35) - (gas) Ø1/2 (12,70), connect the liquid socket tube (Ø1/4 (6,35) - Ø3/8 (9,52)) to the 
liquid tubing side indoor unit and connect the gas socket tube (Ø1/2 (12,70) - Ø5/8 (15,88)) to the gas tubing side indoor unit. * Above values are in the case of nanoe™ X OFF.

ECONAVI and INTERNET CONTROL: Optional.

Technical focus
·  High performance turbo fan
·  Lower noise in low fan operation
·  Ceiling height up to 5,0 m
·  Industry leading lightweight design
·  Econavi: Temperature, humidity and activity sensor
·  nanoe™ X as standard. MU2E5BN: Generator Mark 3: 48 

trillion hydroxyl radicals/sec. MU2E5B: Generator 
Mark 2: 9,6 trillion hydroxyl radicals/sec

·  Indoor unit internal cleaning with nanoe™ X plus dry 
operation

·  Powerful drain pump gives 850 mm lift
·  Fresh air knockout
·  Branch duct connection
·  High volume fresh air input with optional air-intake 

plenum and chamber (CZ-FDU3+CZ-ATU2)

OPTIONAL WI-FI

28%
SELF-DIAGNOSING AUTOMATIC FAN

HUMIDITY CONTROL
DRY

AUTO-FLAP 
CONTROL

AUTOMATIC 
RESTART AIR SWEEP

BUILT-IN
DRAIN PUMP

BMS 
CONNECTIVITY

Accessories
CZ-RTC6W CONEX wired remote controller (non-wireless), white
CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white
CZ-RTC6 CONEX wired remote controller (non-wireless), black
CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black
CZ-RTC5B Wired remote controller with Econavi function
CZ-RWS3 + CZ-RWRU3W Infrared remote controller and receiver
PAW-RE2C4-MOD-WH Room controller for hotel rooms, white
PAW-RE2C4-MOD-BK Room controller for hotel rooms, black

Accessories
PAW-RE2D4-WH Display control for hotel rooms, white
PAW-RE2D4-BK Display control for hotel rooms, black
CZ-KPU3W Standard panel
CZ-KPU3AW Econavi exclusive panel
CZ-CENSC1 Econavi energy saving sensor
CZ-FDU3+CZ-ATU2 Fresh air-intake kit
CZ-CGLSC1 Panasonic R32 refrigerant leak detector

A

B

300 mm or less (as short as possible)

Bottom of the ceiling board

A: 850 mm or lower.
B: 666 mm or lower.

*  Length of supplied drain pipe= 
250 mm.

Panel design
Flat design, well-matched with interior aesthetic.
4-way individual flap control.

The drain pipe can be raised to a maximum height of 
850 mm from the bottom of the ceiling
Integrated drain pump allows a drain height of 850 mm 
making the installation much easier.

nanoe™ X as a standard.
COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION

VRF SYSTEMS
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Indoor unit S-15MY3E S-22MY3E S-28MY3E S-36MY3E S-45MY3E S-56MY3E
Cooling capacity kW 1,5 2,2 2,8 3,6 4,5 5,6
Input power W 19,00 20,00 21,00 22,00 30,00 42,00
Current A 0,24 0,24 0,25 0,26 0,34 0,43
Heating capacity kW 1,7 2,5 3,2 4,2 5,0 6,3
Input power W 17,00 18,00 19,00 20,00 28,00 40,00
Current A 0,21 0,21 0,22 0,23 0,31 0,40
Fan type Turbo fan Turbo fan Turbo fan Turbo fan Turbo fan Turbo fan
nanoe X Generator Mark 3 Mark 3 Mark 3 Mark 3 Mark 3 Mark 3

Air flow
Cool (Hi / Med / Lo) m³/min 8,5 / 7,0 / 6,0 8,7 / 7,0 / 6,0 9,0 / 7,5 / 6,0 9,5 / 7,8 / 6,0 11,5 / 9,0 / 6,5 13,5 / 10,5 / 8,0
Heat (Hi / Med / Lo) m³/min 8,5 / 7,0 / 6,0 8,7 / 7,0 / 6,0 9,0 / 7,5 / 6,0 9,5 / 7,8 / 6,0 11,5 / 9,0 / 6,5 13,5 / 10,5 / 8,0

Sound pressure Hi / Med / Lo dB(A) 33 / 30 / 28 33 / 30 / 28 34 / 30 / 28 35 / 31 / 28 39 / 34 / 30 42 / 37 / 33
Sound power Hi / Med / Lo dB(A) 48 / 45 / 43 48 / 45 / 43 49 / 45 / 43 50 / 46 / 43 54 / 49 / 45 57 / 52 / 48
Dimension 
(H x W x D) 1)

Indoor mm 243 x 575 x 575 243 x 575 x 575 243 x 575 x 575 243 x 575 x 575 243 x 575 x 575 243 x 575 x 575
Panel mm 30 x 625 x 625 30 x 625 x 625 30 x 625 x 625 30 x 625 x 625 30 x 625 x 625 30 x 625 x 625

Net weight kg 17,8 (15 + 2,8) 17,8 (15 + 2,8) 17,8 (15 + 2,8) 17,8 (15 + 2,8) 17,8 (15 + 2,8) 17,8 (15 + 2,8)

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35)
Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70)

1) Unit height is 230mm, but need 243mm height in ceiling space for its installation. * Available in Autumn 2022.

SELF-DIAGNOSING AUTOMATIC FAN
HUMIDITY CONTROL

DRY
AUTO-FLAP 
CONTROL

AUTOMATIC 
RESTART AIR SWEEP

BUILT-IN
DRAIN PUMP

BMS 
CONNECTIVITYOPTIONAL WI-FI

28%

ECONAVI and INTERNET CONTROL: Optional.

Technical focus
·  Built-in drain pump
·  DC drain pump and float switch to reduce the noise
·  nanoe™ X (Generator Mark 3: 48 trillion hydroxyl 

radicals/sec) as standard for better indoor air quality
·  Indoor unit internal cleaning with nanoe™ X plus dry 

operation

Compact and stylish design
·  Required ceiling depth of only 250 mm 1)

·  Exposed area is only 30 mm
1)  Installation dimension.

Individual flap control
Better control of the air flow with 
4 motors, providing individual flap 
control.
Perfect air distribution without 
direct airflow, to reduce the 
feeling of cold drafts.

Y3 type 4 way 60x60 cassette · R32 / R410A
Mini cassette with a modern panel design is available in 
VRF range.
The Y3 type not only perfectly matches with 600 x 600 mm 
ceiling grids but also provides the additional benefits of 
nanoe™ X, for better indoor air quality.

Accessories
CZ-RTC6W CONEX wired remote controller (non-wireless), white
CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white
CZ-RTC6 CONEX wired remote controller (non-wireless), black
CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black
CZ-RTC5B Wired remote controller with Econavi function
CZ-RWS3 + CZ-RWRY3 Infrared remote controller and receiver
PAW-RE2C4-MOD-WH Room controller for hotel rooms, white

Accessories
PAW-RE2C4-MOD-BK Room controller for hotel rooms, black
PAW-RE2D4-WH Display control for hotel rooms, white
PAW-RE2D4-BK Display control for hotel rooms, black
CZ-CENSC1 Econavi energy saving sensor
CZ-CGLSC1 Panasonic R32 refrigerant leak detector
CZ-KPY4 Panel for 4 way 60x60 cassette

COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION nanoe™ X as a standard.

Internal cleaning function
When cooling or dry operation stopped, internal drying 
and nanoe™ X circulation airflow is activated in order to 
suppress the mould proliferation inside the unit (airflow 
passage, fan, heat exchanger)*.
*  Depending on the installation environment or operating hours, mould proliferation or inhabitation 

of mould growth will be changed.

After cooling/drying operation, the inside 
of the indoor unit is automatically dried 
and nanoe™ X is activated to suppress 
mould growth and to reduce odour.

Operates the fan to discharge internal humidity. Operate the fan to circulate nanoe™ X 
internally.

Panel.
CZ-KPY4
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Rating conditions: Cooling indoor 27 °C DB / 19 °C WB. Cooling outdoor 35 °C DB / 24 °C WB. Heating indoor 20 °C DB. Heating outdoor 7 °C DB / 6 °C WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

L1 type 2 way cassette · R410A
Slim, compact and lightweight units.
Remarkable size and weight reductions have been achieved by improvement of 
the design around the fan, the weight of all models now just 30 kg.

SELF-DIAGNOSING AUTOMATIC FAN
HUMIDITY CONTROL

DRY
AUTO-FLAP 
CONTROL

AUTOMATIC 
RESTART AIR SWEEP

BUILT-IN
DRAIN PUMP

BMS 
CONNECTIVITYOPTIONAL WI-FI

Indoor unit S-22ML1E5 S-28ML1E5 S-36ML1E5 S-45ML1E5 S-56ML1E5 S-73ML1E5
Cooling capacity kW 2,2 2,8 3,6 4,5 5,6 7,3
Input power W 90,00 92,00 93,00 97,00 97,00 145,00
Current A 0,45 0,45 0,45 0,45 0,45 0,65
Heating capacity kW 2,5 3,2 4,2 5,0 6,3 8,0
Input power W 58,00 60,00 61,00 65,00 65,00 109,00
Current A 0,29 0,29 0,29 0,29 0,29 0,48
Fan type Sirocco fan Sirocco fan Sirocco fan Sirocco fan Sirocco fan Sirocco fan
Air flow Hi / Med / Lo m³/min 8,0 / 7,0 / 6,0 9,0 / 8,0 / 7,0 9,7 / 8,7 / 7,7 11,0 / 9,0 / 8,0 11,0 / 9,0 / 8,0 19,0 / 16,0 / 14,0
Sound pressure Hi / Med / Lo dB(A) 30 / 27 / 24 33 / 29 / 26 34 / 31 / 28 35 / 33 / 29 35 / 33 / 29 38 / 35 / 33
Dimension 
(H x W x D)

Indoor mm 350 x 840 x 600 350 x 840 x 600 350 x 840 x 600 350 x 840 x 600 350 x 840 x 600 350 x 1 140 x 600
Panel mm 8 x 1 060 x 680 8 x 1 060 x 680 8 x 1 060 x 680 8 x 1 060 x 680 8 x 1 060 x 680 8 x 1 360 x 680

Net weight (Panel) kg 26 (8) 26 (8) 26 (8) 26 (8) 26 (8) 26 (8)

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 3/8 (9,52)
Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 5/8 (15,88)

Accessories
CZ-RTC6W CONEX wired remote controller (non-wireless), white
CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white
CZ-RTC6 CONEX wired remote controller (non-wireless), black
CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black
CZ-RTC5B Wired remote controller with Econavi function
CZ-RWS3 + CZ-RWRL3 Infrared remote controller and receiver

Accessories
PAW-RE2C4-MOD-WH Room controller for hotel rooms, white
PAW-RE2C4-MOD-BK Room controller for hotel rooms, black
PAW-RE2D4-WH Display control for hotel rooms, white
PAW-RE2D4-BK Display control for hotel rooms, black
CZ-02KPL2 Panel for S-22 to S-56 models
CZ-03KPL2 Panel for S-73 model

INTERNET CONTROL: Optional.

Technical focus
·  Air flow and distribution is automatically altered 

depending on the operational mode of the unit
·  Drain pump provides up to 500 mm lift height
·  Simplified maintenance

Simplified maintenance
The drain pan is equipped with site wiring and can be 
removed. The fan case has a split construction, and the 
fan motor can be removed easily when the lower case is 
removed.

Auto flap control
Air flow and distribution is automatically altered 
depending on the operational mode of the unit.

Drain pump provides up to 500 mm lift height
Maintenance of the drain pump is possible from two sides, 
from the left side (piping side) and from the inside of the 
unit.

300 mm or less

500 mm or less

310 mm

20°

40°

2,
7 

m

Auto flap section

Cooling (Fan) Heating (Hi,M)

COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION

R410A VRF SYSTEMS
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SELF-DIAGNOSING AUTOMATIC FAN
HUMIDITY CONTROL

DRY
AUTO-FLAP 
CONTROL

AUTOMATIC 
RESTART AIR SWEEP

BUILT-IN
DRAIN PUMP

BMS 
CONNECTIVITYOPTIONAL WI-FI

Indoor unit S-28MD1E5 S-36MD1E5 S-45MD1E5 S-56MD1E5 S-73MD1E5
Cooling capacity kW 2,8 3,6 4,5 5,6 7,3
Input power W 51,00 51,00 51,00 60,00 87,00
Current A 0,39 0,39 0,39 0,46 0,70
Heating capacity kW 3,2 4,2 5,0 6,3 8,0
Input power W 40,00 40,00 40,00 48,00 76,00
Current A 0,35 0,35 0,35 0,41 0,65
Fan type Sirocco fan Sirocco fan Sirocco fan Sirocco fan Sirocco fan
Air flow Hi / Med / Lo m³/min 12,0 / 10,0 / 9,0 12,0 / 10,0 / 9,0 12,0 / 11,0 / 10,0 13,0 / 11,5 / 10,0 18,0 / 15,0 / 13,0
Sound pressure Hi / Med / Lo dB(A) 36 / 34 / 33 36 / 34 / 33 36 / 35 / 34 38 / 36 / 34 45 / 40 / 36
Dimension 
(H x W x D)

Indoor mm 200 x 1 000 x 710 200 x 1 000 x 710 200 x 1 000 x 710 200 x 1 000 x 710 200 x 1 000 x 710
Panel mm 20 x 1 230 x 800 20 x 1 230 x 800 20 x 1 230 x 800 20 x 1 230 x 800 20 x 1 230 x 800

Net weight (Panel) kg 23,5 (7,5) 23,5 (7,5) 23,5 (7,5) 23,5 (7,5) 24,5 (7,5)

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 3/8 (9,52)
Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 5/8 (15,88)

INTERNET CONTROL: Optional.

D1 type 1 way cassette · R410A
Designed for installation within the ceiling void, the D1 range of slimline 1 
way blow cassettes feature powerful yet quiet fans for installation of up to 
4,2 m.

Accessories
CZ-RTC6W CONEX wired remote controller (non-wireless), white
CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white
CZ-RTC6 CONEX wired remote controller (non-wireless), black
CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black
CZ-RTC5B Wired remote controller with Econavi function
CZ-RWS3 + CZ-RWRD3 Infrared remote controller and receiver

Accessories
PAW-RE2C4-MOD-WH Room controller for hotel rooms, white
PAW-RE2C4-MOD-BK Room controller for hotel rooms, black
PAW-RE2D4-WH Display control for hotel rooms, white
PAW-RE2D4-BK Display control for hotel rooms, black
CZ-KPD2 Panel

Drain heightTechnical focus
·  Ultra-Slim
·  Suitable for standard and high ceilings
·  Built-in drain pump provides 590 mm lift
·  Easy to install and maintain
·  Hanging height can be easily adjusted
·  Uses a DC fan motor to improve energy-efficiency

300 mm or less

590 mm

With 3 types of air-blow systems, the units can be used in various ways

1. One-direction “down-blow” system.
Powerful one-direction “down-blow” system reaches the 
floor even from high ceilings (up to 4,2 m).

3. One-direction ceiling-mounted system.
This powerful ceiling-mounted “front-blow” system 
efficiently air-conditions the space in front of the unit.
(Additional accessories required).

2. Two-direction ceiling-mounted system.
“Down-blow” and “front-blow” systems are combined in a 
ceiling-mounted unit to blow air over a wide area.

COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION

R410A
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Rating conditions: Cooling indoor 27 °C DB / 19 °C WB. Cooling outdoor 35 °C DB / 24 °C WB. Heating indoor 20 °C DB. Heating outdoor 7 °C DB / 6 °C WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

NEW R32 unit. S-***MF3E5BN 15 22 28 36 45 56 60 73 90 — 112 140 160
NEW R410A unit. S-***MF3E5AN
nanoe X Generator Mark 3 Mark 3 Mark 3 Mark 3 Mark 3 Mark 3 Mark 3 Mark 3 Mark 3 — Mark 3 Mark 3 Mark 3

R32 unit. S-***MF3E5B 15 22 28 36 45 56 60 73 90 106 — 140 160
R410A unit. S-***MF3E5A
nanoe X Generator Mark 2 Mark 2 Mark 2 Mark 2 Mark 2 Mark 2 Mark 2 Mark 2 Mark 2 Mark 2 — Mark 2 Mark 2

Cooling capacity kW 1,5 2,2 2,8 3,6 4,5 5,6 6,0 7,3 9,0 10,6 11,2 14,0 16,0
Input power W 60,00 60,00 60,00 60,00 60,00 89,00 79,00 79,00 136,00 146,00 265,00 265,00 330,00
Current A 0,45 0,45 0,45 0,45 0,45 0,63 0,52 0,52 0,90 1,00 1,76 1,76 2,14
Heating capacity kW 1,7 2,5 3,2 4,2 5,0 6,3 7,1 8,0 10,0 11,4 12,5 16,0 18,0
Input power W 60,00 60,00 60,00 60,00 60,00 89,00 79,00 79,00 136,00 146,00 265,00 265,00 330,00
Current A 0,45 0,45 0,45 0,45 0,45 0,63 0,52 0,52 0,90 1,00 1,76 1,76 2,14
R32 leakage sensors 1) 2 2 2 2 2 2 2 2 2 2 2 2 2

Fan type Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

External static pressure Pa 30 
(10-150)

30 
(10-150)

30 
(10-150)

30 
(10-150)

30 
(10-150)

30 
(10-150)

30 
(10-150)

30 
(10-150)

40 
(10-150)

40 
(10-150)

50 
(10-150)

50 
(10-150)

50 
(10-150)

Air flow 2) Hi / 
Med / 
Lo

m³/min 12,8 3) / 
11,0 3) / 8,0 3)

12,8 3) / 
11,0 3) / 8,0 3)

14,0 / 12,0 / 
8,0

14,0 / 12,0 / 
8,0

14,0 / 12,0 / 
8,0

16,0 / 14,0 / 
10,0

21,0 / 18,0 / 
15,0

21,0 / 18,0 / 
15,0

25,0 / 23,0 / 
16,0

32,0 / 26,0 / 
21,0

37,0 / 32,0 / 
26,0

37,0 / 32,0 / 
26,0

40,0 / 34,0 / 
28,0

Sound pressure dB(A) 31 / 28 / 20 31 / 28 / 20 31 / 28 / 20 31 / 28 / 20 31 / 28 / 20 35 / 32 / 24 31 / 28 / 23 31 / 28 / 23 35 / 33 / 25 36 / 32 / 27 41 / 36 / 32 41 / 36 / 32 43 / 37 / 33
Sound power dB(A) 54 / 51 / 43 54 / 51 / 43 54 / 51 / 43 54 / 51 / 43 54 / 51 / 43 58 / 55 / 47 54 / 51 / 46 54 / 51 / 46 58 / 56 / 48 59 / 55 / 50 64 / 59 / 55 64 / 59 / 55 66 / 60 / 56
Dimension 
(H x W x D) mm 250 x 800 

x 730
250 x 800 

x 730
250 x 800 

x 730
250 x 800 

x 730
250 x 800 

x 730
250 x 800 

x 730
250 x 1 000 

x 730
250 x 1 000 

x 730
250 x 1 000 

x 730
250 x 1 400 

x 730
250 x 1 400 

x 730
250 x 1 400 

x 730
250 x 1 400 

x 730
Net weight kg 26 26 26 26 26 26 31 31 31 40 40 40 40
Piping diameter 
R32 model

Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)
Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

Piping diameter 
R410A model

Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)
Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

1) Only available in the R32 version. 2) Value referred to standard settings at shipment (H curve 8, M curve 5, L curve 1). 3) The data for S-***MF3E5B and S-***MF3E5A is different. Please refer the technical manual.

New
2023

ECONAVI and INTERNET CONTROL: Optional.

Accessories
CZ-RTC6W CONEX wired remote controller (non-wireless), white
CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white
CZ-RTC6 CONEX wired remote controller (non-wireless), black
CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black
CZ-RTC5B Wired remote controller with Econavi function
CZ-RWS3 + CZ-RWRC3 Infrared remote controller and receiver

Accessories
PAW-RE2C4-MOD-WH Room controller for hotel rooms, white
PAW-RE2C4-MOD-BK Room controller for hotel rooms, black
PAW-RE2D4-WH Display control for hotel rooms, white
PAW-RE2D4-BK Display control for hotel rooms, black
CZ-CENSC1 Econavi energy saving sensor

SELF-DIAGNOSING AUTOMATIC FAN
HUMIDITY CONTROL

DRY
AUTOMATIC 

RESTART
BUILT-IN

DRAIN PUMP
BMS 

CONNECTIVITYOPTIONAL WI-FIFILTER INCLUDED

28%

New F3 type variable static pressure adaptive duct · R32 / R410A
Design adaptive ducted F3 range.
2 installation possibilities (horizontal / vertical) with high ESP 150 Pa allows for 
flexible installation.

Technical focus
·  4 installation possibilities with horizontal and vertical 

mounting, plus selectable rear or bottom air inlet
·  Industry leading low noise with super quiet operation, 

minimum 20 dB(A)
·  Only 250 mm height and lightweight unit from, 26 to 40 kg
·  Integrated Panasonic R32 refrigerant leak detectors 1)

·  Improved drain pan suitable for both horizontal / vertical 
installation

·  Drain pump included 2)

·  · nanoe™ X as standard. MF3E5BN: Generator Mark 3: 48 
trillion hydroxyl radicals/sec. MF3E5B: Generator Mark 2: 
9,6 trillion hydroxyl radicals/sec, effective even with duct 
connections up to 10 m with 3 x 90° bends 3)

1) Only available in the R32 version. 2) For use with horizontal installation only. 3) Panasonic 
internal survey.

Improved drain pan design
Drain pan is shared in both 
cases horizontal and vertical 
installation.
No need to modify the unit.

Vertical Installation
Vertical installation option. Variable 
external static pressure to support 
ducted installations with bends.
*   Vertical installation requires additional settings on field, please 

check the installation manual.

Shared 
drain pan

Vertical

Horizontal

COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION nanoe™ X as a standard.
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Accessories
CZ-RTC6W CONEX wired remote controller (non-wireless), white
CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white
CZ-RTC6 CONEX wired remote controller (non-wireless), black
CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black
CZ-RTC5B Wired remote controller with Econavi function
CZ-RWS3 + CZ-RWRC3 Infrared remote controller and receiver

Accessories
PAW-RE2C4-MOD-WH Room controller for hotel rooms, white
PAW-RE2C4-MOD-BK Room controller for hotel rooms, black
PAW-RE2D4-WH Display control for hotel rooms, white
PAW-RE2D4-BK Display control for hotel rooms, black
CZ-CENSC1 Econavi energy saving sensor

F2 type variable static pressure hide-away · R410A
The F2 type is designed specifically for applications requiring fixed square 
ducting.
The internal mesh filter is equipped as standard.

Indoor unit S . .MF2E5A 15 22 28 36 45 56 60 73 90 106 140 160
Cooling capacity kW 1,5 2,2 2,8 3,6 4,5 5,6 6,0 7,3 9,0 10,6 14,0 16,0
Input power W 70,00 70,00 70,00 70,00 70,00 100,00 120,00 120,00 135,00 195,00 215,00 225,00
Current A 0,57 0,57 0,57 0,57 0,57 0,74 0,89 0,89 0,97 1,30 1,44 1,50
Heating capacity kW 1,7 2,5 3,2 4,2 5,0 6,3 7,1 8,0 10,0 11,4 16,0 18,0
Input power W 70,00 70,00 70,00 70,00 70,00 100,00 120,00 120,00 135,00 200,00 210,00 225,00
Current A 0,57 0,57 0,57 0,57 0,57 0,74 0,89 0,89 0,97 1,34 1,42 1,50

Fan type Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Sirocco 
fan

Air flow 1) Hi / Med / Lo m³/min 14,0 / 13,0 / 
9,0

14,0 / 13,0 / 
9,0

14,0 / 13,0 / 
9,0

14,0 / 13,0 / 
9,0

14,0 / 13,0 / 
10,0

16,0 / 15,0 / 
12,0

21,0 / 19,0 / 
15,0

21,0 / 19,0 / 
15,0

25,0 / 23,0 / 
19,0

32,0 / 26,0 / 
21,0

34,0 / 29,0 / 
23,0

36,0 / 32,0 / 
25,0

External static pressure Pa 70 (10-
150)

70 (10-
150)

70 (10-
150)

70 (10-
150)

70 (10-
150)

70 (10-
150)

70 (10-
150)

70 (10-
150)

70 (10-
150)

100 (10-
150)

100 (10-
150)

100 (10-
150)

Sound pressure Hi / Med / Lo dB(A) 33 / 29 / 22 33 / 29 / 22 33 / 29 / 22 33 / 29 / 22 34 / 32 / 25 34 / 32 / 25 35 / 32 / 26 35 / 32 / 26 37 / 34 / 28 38 / 34 / 31 39 / 35 / 32 40 / 36 / 33
Sound power Hi / Med / Lo dB(A) 55 / 51 / 44 55 / 51 / 44 55 / 51 / 44 55 / 51 / 44 56 / 54 / 47 56 / 54 / 47 57 / 54 / 48 57 / 54 / 48 59 / 56 / 50 60 / 56 / 53 61 / 57 / 54 62 / 58 / 55

Dimension H x W x D mm 290 x 800 
x 700

290 x 800 
x 700

290 x 800 
x 700

290 x 800 
x 700

290 x 800 
x 700

290 x 800 
x 700

290 x 1 000 
x 700

290 x 1 000 
x 700

290 x 1 000 
x 700

290 x 1 400 
x 700

290 x 1 400 
x 700

290 x 1 400 
x 700

Net weight kg 29 29 29 29 29 29 34 34 34 46 46 46
Piping 
diameter

Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)
Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

1) Value referred to standard settings at shipment (H curve 8, M curve 5, L curve 1).

ECONAVI and INTERNET CONTROL: Optional.

Technical focus
·  Industry-leading low sound levels from 25 dB(A)
·  Built-in drain pump provides 700 mm lift
·  Easy to install and maintain
·  Air OFF sensor avoids cold air dumping
·  Configurable air temperature control

More powerful drain pump
Using a high-lift drain pump, drain piping can be elevated 
to 700 mm from the base of the unit.

Air inlet plenum Dampers diameters Reference
15, 22, 28, 36, 45 and 56 2 x Ø200 CZ-DUMPA56MF2
60, 73 and 90 3 x Ø200 CZ-DUMPA90MF2
106, 140 and 160 4 x Ø200 CZ-DUMPA160MF2

Diagram 1 S-22MF2E5AF2 Advantages
Automatic learning function for the required static pressure, to be activated 
easily by the standard wired timer remote controller.
Possible to increase the sensible cooling capacity by adjusting the air flow in 
order to almost completely eliminate latent losses. This is possible due to the 
outstanding heat exchanger surface in combination with increasing the air flow 
by a manual selection of higher fan speed. This is achieved through the 
standard wired remote controller when commissioning the system, together 
with the default active off-coil temperature control and the room load based 
variable evaporation temperature control.
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28%

COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION
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Rating conditions: Cooling indoor 27 °C DB / 19 °C WB. Cooling outdoor 35 °C DB / 24 °C WB. Heating indoor 20 °C DB. Heating outdoor 7 °C DB / 6 °C WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

SELF-DIAGNOSING AUTOMATIC FAN
HUMIDITY CONTROL

DRY
AUTOMATIC 

RESTART
BUILT-IN

DRAIN PUMP
BMS 

CONNECTIVITYOPTIONAL WI-FI

Indoor unit S-15MM1E5B S-22MM1E5B S-28MM1E5B S-36MM1E5B S-45MM1E5B S-56MM1E5B
Cooling capacity kW 1,5 2,2 2,8 3,6 4,5 5,6
Input power W 36,00 36,00 40,00 42,00 49,00 64,00
Current A 0,26 0,26 0,30 0,31 0,37 0,48
Heating capacity kW 1,7 2,5 3,2 4,2 5,0 6,3
Input power W 26,00 26,00 30,00 32,00 39,00 54,00
Current A 0,23 0,23 0,27 0,28 0,34 0,45
Fan type Sirocco fan Sirocco fan Sirocco fan Sirocco fan Sirocco fan Sirocco fan
Air flow Hi / Med / Lo m³/min 8,0 / 7,0 / 6,0 8,0 / 7,0 / 6,0 8,5 / 7,5 / 6,5 9,0 / 8,0 / 7,0 10,5 / 9,5 / 8,0 12,5 / 11,5 / 10,0
External static pressure Pa 10 (30) 10 (30) 15 (30) 15 (40) 15 (40) 15 (40)

Sound pressure Hi / Med / Lo 1) dB(A) 28 / 27 / 25 
(30 / 29 / 27)

28 / 27 / 25 
(30 / 29 / 27)

30 / 29 / 27 
(32 / 31 / 29)

32 / 30 / 28 
(34 / 32 / 30)

34 / 32 / 30 
(36 / 34 / 32)

35 / 33 / 31 
(37 / 35 / 32)

Sound power Hi / Med / Lo dB(A) 43 / 42 / 40 43 / 42 / 40 45 / 44 / 42 47 / 45 / 43 49 / 47 / 45 50 / 48 / 46
Dimension H x W x D mm 200 x 750 x 640 200 x 750 x 640 200 x 750 x 640 200 x 750 x 640 200 x 750 x 640 200 x 750 x 640
Net weight kg 19 19 19 19 19 19

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35)
Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70)

1) By DIP switches or by RC setting.

FILTER INCLUDED

28%

ECONAVI and INTERNET CONTROL: Optional.

M1 type slim variable static pressure hide-away concealed duct · R32 / R410A
The ultra slim M1 type is one of the leading products of its type in the 
industry.
With a depth of only 200 mm it provides greater flexibility and can be used in far 
more applications.

Accessories
CZ-RTC6W CONEX wired remote controller (non-wireless), white
CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white
CZ-RTC6 CONEX wired remote controller (non-wireless), black
CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black
CZ-RTC5B Wired remote controller with Econavi function
CZ-RWS3 + CZ-RWRC3 Infrared remote controller and receiver

Accessories
PAW-RE2C4-MOD-WH Room controller for hotel rooms, white
PAW-RE2C4-MOD-BK Room controller for hotel rooms, black
PAW-RE2D4-WH Display control for hotel rooms, white
PAW-RE2D4-BK Display control for hotel rooms, black
CZ-CENSC1 Econavi energy saving sensor
CZ-CGLSC1 Panasonic R32 refrigerant leak detector

Drain pump with increased power!
By adoption of a high-lift drain pump, the drain piping can 
achieve up to 500 mm lift from the outlet port of the unit.

Ultra-slim profile 
for all models

Technical focus
·  Ultra-slim profile: 200 mm for all models
·  DC fan motor greatly reduces power consumption
·  Ideal for hotel application with very narrow false ceilings
·  Easy maintenance and service by external electrical box

· Up to 40 Pa static pressure enables ductwork to be fitted
·  Includes drain pump

In addition, its high-efficiency and extremely quiet 
sound levels make it very popular with many 
users, including hotels and small offices.

Up to 300 mm

Up to 500 mm

200 mm
Air outlet and inlet plenum

Diameters Air outlet plenum Diameters Air inlet plenum
22, 28 and 36 2 x Ø200 CZ-DUMPA22MMS2

2 x Ø200 CZ-DUMPA22MMR2 
45 and 56 3 x Ø160 CZ-DUMPA45MMS3

*  Plenums installed with an R32 Mini ECOi system may only be used when no Panasonic R32 
refrigerant leak detector is required. Please refer to technical data manual for refrigerant 
installation requirements.

COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION
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Type 100% Fresh air duct function (by using Kit for 100% fresh air) High pressure duct
Indoor unit S-224ME2E5 S-280ME2E5 S-224ME2E5 S-280ME2E5

Cooling Heating Cooling Heating Cooling Heating Cooling Heating
Capacity kW 22,4 21,2 28,0 26,5 22,4 25,0 28,0 31,5
Input power W 290,00 290,00 350,00 350,00 440,00 440,00 715,00 715,00
Current A 1,85 1,85 2,20 2,20 2,45 2,45 3,95 3,95
Air flow Hi / Med / Lo m³/min 28,3 / — / — 35,0 / — / — 56,0 / 51,0 / 44,0 72,0 / 63,0 / 53,0
External static pressure Pa 200 200 140 (60 - 270) 1) 140 (72 - 270) 1)

Sound pressure 2) Hi / Med / Lo dB(A) 43 / — / — 44 / — / — 45 / 43 / 41 49 / 47 / 43
Sound power Hi / Med / Lo dB(A) 75 / — / — 76 / — / — 77 / 75 / 73 81 / 79 / 75
Dimension H x W x D mm 479 x 1 453 x 1 205 479 x 1 453 x 1 205 479 x 1 453 x 1 205 479 x 1 453 x 1 205
Net weight kg 102 106 102 106

Piping diameter
Liquid Inch (mm) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)
Gas Inch (mm) 3/4 (19,05) 7/8 (22,22) 3/4 (19,05) 7/8 (22,22)

Rating Conditions for 100% Fresh air duct function: Cooling Outdoor 33 °C DB / 28 °C WB. Heating Outdoor 0 °C DB / -2,9 °C WB.
1) Available to select the setting by initial setup. 2) Values with 140 Pa setting. * No filter included. ** No compatible with 3-Pipe ECO G GF3.

Accessories
CZ-RTC6W CONEX wired remote controller (non-wireless), white
CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white
CZ-RTC6 CONEX wired remote controller (non-wireless), black
CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black
CZ-RTC5B Wired remote controller with Econavi function
CZ-RWS3 + CZ-RWRC3 Infrared remote controller and receiver

Accessories
PAW-RE2C4-MOD-WH Room controller for hotel rooms, white
PAW-RE2C4-MOD-BK Room controller for hotel rooms, black
PAW-RE2D4-WH Display control for hotel rooms, white
PAW-RE2D4-BK Display control for hotel rooms, black
CZ-CENSC1 Econavi energy saving sensor

E2 type high static pressure hide-away · R410A
High pressure duct and 100% Fresh air duct function.
The E2 range of ducted units offers improved design flexibility for extended duct 
layouts as a result of their increased external static pressures whilst reducing 
energy consumption.

SELF-DIAGNOSING AUTOMATIC FAN
HUMIDITY CONTROL
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CONNECTIVITYOPTIONAL WI-FI

28%

ECONAVI and INTERNET CONTROL: Optional.

System example
An inspection port (450 x 450 mm or more) is required at 
the lower side of the indoor unit body (field supply).

Technical focus
·  No need of rap valves for standard operation
·  100% fresh air duct function*
·  DC fan motor for more savings
·  Complete flexibility for ductwork design
·  Can be located wihtin a weatherproof housing for 

external installation
·  Air OFF sensor avoids cold air dumping
·  Configurable air temperature control
* Rap valves required, see 100% fresh air duct function below.

Inspection port (450 x 450 mm or more)

100% fresh air duct function
The E2 duct with 100% fresh air duct function have 
exceptional discharge temperature.

Discharge Range
Min Max Default

Cooling 15 °C 24 °C 18 °C

Heating 17 °C 45 °C 40 °C

Plenums
Air outlet plenum (suitable for rigid + flexible duct)

Number of exits with diameters Model
S-224ME2E5 1 x 500 mm CZ-TREMIESPW705
S-280ME2E5 1 x 500 mm CZ-TREMIESPW706

Kit for 100% fresh air function
Kit for 2 way systems Kit for 3 way systems
2x CZ-P160RVK2 Rap valve kit 2x CZ-P160HR3 3 way valve kit
2x CZ-CAPE2 3 way control PCB 2x CZ-CAPE2 3 way control PCB

CZ-P680BK2BM Distribution joint 
kit CZ-P680BH2BM Distribution joint 

kit

1x remote 
controller

1x remote 
controller

COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION
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Rating conditions: Cooling indoor 27 °C DB / 19 °C WB. Cooling outdoor 35 °C DB / 24 °C WB. Heating indoor 20 °C DB. Heating outdoor 7 °C DB / 6 °C WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

Indoor unit PAW-500ZDX3N PAW-800ZDX3N PAW-01KZDX3N

Power supply
Voltage V 230 230 230
Phase Single phase Single phase Single phase
Frequency Hz 50 50 50

Air flow m³/min 8,3 13,3 16,7
External static pressure 1) Pa 90 120 115
Maximum current Total full load A 0,6 1,4 2,1
Input power W 150 320 390
Sound pressure 2) dB(A) 39 42 43

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35)
Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70)

Heat recovery Cooling Heating Cooling Heating Cooling Heating
Temperature efficiency % 76 76 76 76 76 76
Enthalpy efficiency % 63 67 63 65 60 62
Saved power summer mode or winter mode* kW 1,70 4,30 (4,80) 2,50 6,50 (7,30) 3,20 8,20 (9,00)
DX coil
Total / Sensible capacity kW 3,00 / 2,10 2,50 / 2,70 5,10 / 3,50 4,40 / 4,80 5,80 / 4,10 5,20 / 6,70
OFF temperature °C 15,9 28,0 (27,3) 15,5 29,6 (29,0) 16,2 28,5 (27,8)
OFF relative humidity % 90 16 (15) 90 14 (13) 89 15 (14)

Nominal summer conditions: Outside air: 32 °C DB, RH 50%. Ambient air: 26 °C DB, RH 50%. Nominal winter conditions: Outside air: -5 °C DB, RH 80%. Ambient air: 20 °C DB, RH 50%. Cooling mode air inlet 
condition: 28,5 °C DB, RH 50%; evaporating temperature 7 °C. Heating mode air inlet condition: 13 °C DB, RH 40% (11 °C DB, RH 45%); condensating temperature 40 °C. DB: Dry Bulb; RH: Relative Humidity.
1) Referred to the nominal air flow after filter and plate heat exchanger. 2) Sound pressure level calculated at 1 m far from: ducted supply exhaust air ducted return - first air intake / service side, at normal 
condition. * Tentative data.

Heat recovery with DX coil · R410A
Motorised heat recovery by-pass device automatically controlled to use fresh 
air free-cooling when convenient.

Accessories
CZ-RTC6W CONEX wired remote controller (non-wireless), white
CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white
CZ-RTC6 CONEX wired remote controller (non-wireless), black
CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black
CZ-RTC5B Wired remote controller with Econavi function

Accessories
PAW-RE2C4-MOD-WH Room controller for hotel rooms, white
PAW-RE2C4-MOD-BK Room controller for hotel rooms, black
PAW-RE2D4-WH Display control for hotel rooms, white
PAW-RE2D4-BK Display control for hotel rooms, black

SELF-DIAGNOSING AUTOMATIC FAN
HUMIDITY CONTROL

DRY
AUTOMATIC 
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CONNECTIVITYOPTIONAL WI-FI

INTERNET CONTROL: Optional.

Balanced ventilation

Interconnection to outdoor / indoor units

Technical focus
·  Galvanized steel self-supporting panels, internally and 

externally insulated
·  High efficiency static cross-flow heat recovery, made by 

membrane with high moisture permeability, good air 
tightness, excellent tear, and aging resistance, structure 
consisting of flat and corrugated plates. Total heat 
exchange with temperature efficiency up to 76% and 
enthalpy efficiency up to 67%, also at high level during 
summer season

·  ISO16890 ePm2,5 95% (F9 EN 779) efficiency class filter 
with synthetic cleanable media and COARSE 50% (G3 EN 
779) pre-filter ON fresh air, COARSE 50% filter on return 
air intake

·  Removable side panel to access filters and heat recovery 
in the event of scheduled maintenance

·  Low consumption, low noise, high efficiency direct driven 
fans

·  Supply section complete with DX coil (R410A) fitted with 
solenoid control valve, freon filter, contact temperature 
sensors on liquid and gas line, NTC sensors upstream 
and downstream of air flow

·  Built-in electric box equipped with PCB to control 
internal fan speed and to interconnect outdoor / indoor 
units

·  Duct connection by circular plastic collars

Winter

Warm
Warm Cool

Summer

Cool

Outside OutsideInside Inside

S-link communication line

ERV + DX

CZ-RTC5B Indoor terminal units

COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION
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T2 type ceiling · R410A
The T2 type ceiling mounted units feature a DC fan motor for increased 
efficiency and reduced operating sound levels.
All the units are the same height and depth for a uniform appearance in mixed 
installations, and feature a fresh air knockout for improved air quality.

Indoor unit S-36MT2E5A S-45MT2E5A S-56MT2E5A S-73MT2E5A S-106MT2E5A S-140MT2E5A
Cooling capacity kW 3,6 4,5 5,6 7,3 10,6 14,0
Input power W 35,00 40,00 40,00 55,00 80,00 100,00
Current A 0,36 0,38 0,38 0,44 0,67 0,79
Heating capacity kW 4,2 5,0 6,3 8,0 11,4 16,0
Input power W 35,00 40,00 40,00 55,00 80,00 100,00
Current A 0,36 0,38 0,38 0,44 0,67 0,79
Fan type Sirocco fan Sirocco fan Sirocco fan Sirocco fan Sirocco fan Sirocco fan
Air flow Hi / Med / Lo m³/min 14,0 / 12,0 / 10,5 15,0 / 12,5 / 10,5 15,0 / 12,5 / 10,5 21,0 / 18,0 / 15,5 30,0 / 25,0 / 23,0 32,0 / 28,0 / 24,0
Sound pressure Hi / Med / Lo dB(A) 36 / 32 / 30 37 / 33 / 30 37 / 33 / 30 39 / 35 / 33 42 / 37 / 36 46 / 40 / 37
Sound power Hi / Med / Lo dB(A) 54 / 50 / 48 55 / 51 / 48 55 / 51 / 48 57 / 53 / 51 60 / 55 / 54 62 / 58 / 55
Dimension H x W x D mm 235 x 960 x 690 235 x 960 x 690 235 x 960 x 690 235 x 1 275 x 690 235 x 1 590 x 690 235 x 1 590 x 690
Net weight kg 27 27 27 33 40 40

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 3/8 (9,52) 3/8 (9,52) 3/8 (9,52)
Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 5/8 (15,88) 5/8 (15,88) 5/8 (15,88)

Accessories
CZ-RTC6W CONEX wired remote controller (non-wireless), white
CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white
CZ-RTC6 CONEX wired remote controller (non-wireless), black
CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black
CZ-RTC5B Wired remote controller with Econavi function
CZ-RWS3 + CZ-RWRT3 Infrared remote controller and receiver

Accessories
PAW-RE2C4-MOD-WH Room controller for hotel rooms, white
PAW-RE2C4-MOD-BK Room controller for hotel rooms, black
PAW-RE2D4-WH Display control for hotel rooms, white
PAW-RE2D4-BK Display control for hotel rooms, black
CZ-CENSC1 Econavi energy saving sensor

Technical focus
·  Low sound levels
·  All units just 235 mm high
·  Large and wide air distribution
·  Easy to install and maintain
·  Fresh air knockout

Air distribution is altered depending on the operational 
mode

Further comfort improvement with air flow distribution
Horizontal air flow reaches maximum 9,5 m. This is ideal 
for wide rooms.
The wide air discharge opening expands the air flow to the 
left and right. The unpleasant feeling caused when the air 
flow directly hits the human body is prevented by the 
“Draft prevention position”, which changes the swing 
width, increasing the degree of comfort.

Maximum 9,5 m

SELF-DIAGNOSING AUTOMATIC FAN
HUMIDITY CONTROL

DRY
AUTO-FLAP 
CONTROL

AUTOMATIC 
RESTART AIR SWEEP

BMS 
CONNECTIVITYOPTIONAL WI-FI

28%

ECONAVI and INTERNET CONTROL: Optional.

Zone for cooling
Zone for heating

COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION
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Rating conditions: Cooling indoor 27 °C DB / 19 °C WB. Cooling outdoor 35 °C DB / 24 °C WB. Heating indoor 20 °C DB. Heating outdoor 7 °C DB / 6 °C WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

K2 type wall-mounted · R32 / R410A
The wall-mounted unit has a stylish smooth panel that looks good and is easy 
to clean.
The unit is also smaller, lighter and substantially quieter than previous models 
making it ideal for small offices and other commercial applications.

Indoor unit S-15MK2E5B S-22MK2E5B S-28MK2E5B S-36MK2E5B S-45MK2E5B S-56MK2E5B S-73MK2E5B S-106MK2E5B
Cooling capacity kW 1,5 2,2 2,8 3,6 4,5 5,6 7,3 10,6
Input power W 25,00 25,00 25,00 30,00 30,00 35,00 55,00 80,00
Current A 0,20 0,21 0,23 0,25 0,32 0,35 0,51 0,70
Heating capacity kW 1,7 2,5 3,2 4,2 5,0 6,3 8,0 11,4
Input power W 25,00 25,00 25,00 30,00 30,00 35,00 55,00 80,00
Current A 0,20 0,21 0,23 0,25 0,32 0,35 0,51 0,70
Fan type Cross flow Cross flow Cross flow Cross flow Cross flow Cross flow Cross flow Cross flow

Air flow
Cool (Hi / Med / Lo) m³/min 7,9 / 7,4 / 6,5 9,0 / 7,5 / 6,5 9,5 / 8,3 / 6,5 10,9 / 9,0 / 6,5 14,5 / 12,5 / 10,0 16,0 / 14,0 / 12,0 19,5 / 17,0 / 14,0 21,5 / 18,5 / 15,0
Heat (Hi / Med / Lo) m³/min 9,0 / 7,7 / 6,8 9,2 / 8,3 / 6,8 9,7 / 8,5 / 6,8 11,2 / 9,5 / 6,8 14,5 / 12,5 / 10,0 16,0 / 14,0 / 12,0 19,5 / 17,0 / 14,0 21,5 / 18,5 / 15,0

Sound pressure Hi / Med / Lo dB(A) 34 / 32 / 29 36 / 33 / 29 37 / 34 / 29 40 / 36 / 29 38 / 35 / 33 40 / 37 / 35 47 / 44 / 40 49 / 46 / 42
Sound power Hi / Med / Lo dB(A) 49 / 47 / 44 51 / 48 / 44 52 / 49 / 44 55 / 51 / 44 53 / 50 / 48 55 / 52 / 50 62 / 59 / 55 64 / 61 / 57

Dimension H x W x D mm 290 x 870 
x 214

290 x 870 
x 214

290 x 870 
x 214

290 x 870 
x 214

302 x 1 120 
x 236

302 x 1 120 
x 236

302 x 1 120 
x 236

302 x 1 120 
x 236

Net weight kg 9 9 9 9 13 13 14 14

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 3/8 (9,52) 1) 3/8 (9,52)
Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 5/8 (15,88) 1) 5/8 (15,88)

1) When the piping diameter is (liquid) Ø1/4 (6,35) - (gas) Ø1/2 (12,70), connect the liquid socket tube (Ø1/4 (6,35) - Ø3/8 (9,52)) to the liquid tubing side indoor unit and connect the gas socket tube (Ø1/2 (12,70) - 
Ø5/8 (15,88)) to the gas tubing side indoor unit.

Accessories
CZ-RTC6W CONEX wired remote controller (non-wireless), white
CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white
CZ-RTC6 CONEX wired remote controller (non-wireless), black
CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black
CZ-RTC5B Wired remote controller with Econavi function
CZ-RWS3 Infrared remote controller
PAW-RE2C4-MOD-WH Room controller for hotel rooms, white

Accessories
PAW-RE2C4-MOD-BK Room controller for hotel rooms, black
PAW-RE2D4-WH Display control for hotel rooms, white
PAW-RE2D4-BK Display control for hotel rooms, black
CZ-CENSC1 Econavi energy saving sensor
CZ-P56SVK2 External valve for model sizes 15 to 56
CZ-P160SVK2 External valve for model sizes 60 to 106
CZ-CGLSC1 Panasonic R32 refrigerant leak detector

Lighter and smaller units
Compact and lightweight 
units make for easy 
installation. When the unit 
is turned OFF, the flap closes completely to prevent entry 
of dust into the unit and to keep the equipment clean.

Piping outlet in six directions
Piping outlet is possible in six 
directions of; right, right rear, 
right bottom, left, left rear and 
left bottom, making the 
installation work more flexible.

External valve (optional)
CZ-P56SVK2 (model sizes 15 to 56).
CZ-P160SVK2 (model sizes 60 1) to 106).
1)  When the piping diameter is liquid 1/4 (6,35) and gas 1/2 (12,70), 

use CZ-P56SVK2

SELF-DIAGNOSING AUTOMATIC FAN
HUMIDITY CONTROL
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28%

ECONAVI and INTERNET CONTROL: Optional.
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Technical focus
·  Compact lightweight units for easy installation
·  Quiet operation
·  Smooth and durable design
·  Piping outlet in six directions
·  Air distribution is automatically altered depending on the 

operational mode

Air distribution is 
automatically altered 
depending on the operational 
mode of the unit

Quiet operation
These units are among the 
quietest in the industry, making them ideal for hotels and 
hospitals.

COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION

Zone for 
cooling Zone for 

heating
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G1 type floor console · R410A
The stylish and compact unit profile, also used for residential market range, 
is easy to integrate into any design of building.
Compact and versatile, this system is capable of being installed in an area with 
limited space. It is a perfect solution for retrofit, replacing existing radiator 
panels.

Indoor unit S-22MG1E5N S-28MG1E5N S-36MG1E5N S-45MG1E5N S-56MG1E5N
Cooling capacity kW 2,2 2,8 3,6 4,5 5,6
Input power W 20,00 20,00 22,00 28,00 31,00
Current A 0,20 0,20 0,23 0,25 0,28
Heating capacity kW 2,5 3,2 4,2 5,0 6,3
Input power W 21,00 21,00 23,00 29,00 32,00
Current A 0,20 0,20 0,24 0,26 0,28
Fan type Cross flow Cross flow Cross flow Cross flow Cross flow
nanoe X Generator Mark 1 Mark 1 Mark 1 Mark 1 Mark 1

Air flow
Cool (Hi / Med / Lo) m³/min 9,2 / 7,5 / 6,0 9,2 / 7,5 / 6,0 9,7 / 8,2 / 6,0 10,5 / 9,0 / 6,5 12,0 / 9,5 / 6,5
Heat (Hi / Med / Lo) m³/min 9,7 / 8,0 / 6,5 9,7 / 8,0 / 6,5 10,2 / 8,7 / 6,5 11,0 / 9,5 / 7,0 12,5 / 10,0 / 7,0

Sound pressure Hi / Med / Lo dB(A) 38 / 34 / 29 38 / 34 / 29 39 / 35 / 29 42 / 37 / 30 44 / 38 / 30
Dimension H x W x D mm 600 x 750 x 207 600 x 750 x 207 600 x 750 x 207 600 x 750 x 207 600 x 750 x 207
Net weight kg 14 14 14 14 14

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35)
Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70)

* Infrared receiver is integrated with the unit as standard.

Accessories
CZ-RTC6W CONEX wired remote controller (non-wireless), white
CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white
CZ-RTC6 CONEX wired remote controller (non-wireless), black
CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black
CZ-RTC5B Wired remote controller with Econavi function
CZ-RWS3* Infrared remote controller

Accessories
PAW-RE2C4-MOD-WH Room controller for hotel rooms, white
PAW-RE2C4-MOD-BK Room controller for hotel rooms, black
PAW-RE2D4-WH Display control for hotel rooms, white
PAW-RE2D4-BK Display control for hotel rooms, black
CZ-CENSC1 Econavi energy saving sensor

SELF-DIAGNOSING AUTOMATIC FAN
HUMIDITY CONTROL

DRY
AUTOMATIC 

RESTART
BMS 

CONNECTIVITYOPTIONAL WI-FI

28%

ECONAVI and INTERNET CONTROL: Optional.

nanoe™ X: Bringing nature’s balance indoors
Panasonic’s nanoe™ X technology brings nature’s 
detergent – hydroxyl radicals – indoors to help 
improve protection 24/7 against several types of 
pollutants can be inhibited such as certain types of 
bacteria, viruses, mould, allergens, pollen or 
hazardous substances.

Stylish and simple
·  Clean and modern European design with slim 

depth
·  Modern matt white color panel
·  Washable air filter
The stylish and compact unit profile, also used for 
residential market range, is easy to integrate into 
any design of building.

Flexible installation with 4 different options.

Floor Installation Wall Installation Semi-recessed Recessed

Mounting 
plate 
(accessory)

Molding

70 mm 
or 
more

Flexible easy installation
Four different mounting styles possible: exposed 
(floor or wall), semi-recessed and recessed.

Functions for comfort
·  Double Air Flow direction to maximize comfort
·  Self-cleaning function
·  Compatible with Commercial Wi-Fi Adaptor for 

cloud control

Self-cleaning function.
·  Self cleaning function can be pre-scheduled with 

remote controller, up to a maximum of 90 minutes 
following cooling / dry operation

·  Air flow will not blow directly at occupants during 
self-cleaning

207

Dimension:
W x H x D = 750 x 600 x 207 mm

Weight:
14kg

1 3

4
2

COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION nanoe™ X as a standard.
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Rating conditions: Cooling indoor 27 °C DB / 19 °C WB. Cooling outdoor 35 °C DB / 24 °C WB. Heating indoor 20 °C DB. Heating outdoor 7 °C DB / 6 °C WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

P1 type floor-standing · R410A
The compact floor-standing P1 units are the ideal solution for providing 
perimeter air conditioning.

Accessories
CZ-RTC6W CONEX wired remote controller (non-wireless), white
CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white
CZ-RTC6 CONEX wired remote controller (non-wireless), black
CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black
CZ-RTC5B Wired remote controller with Econavi function

Accessories
CZ-RWS3 + CZ-RWRC3 Infrared remote controller and receiver
PAW-RE2C4-MOD-WH Room controller for hotel rooms, white
PAW-RE2C4-MOD-BK Room controller for hotel rooms, black
PAW-RE2D4-WH Display control for hotel rooms, white
PAW-RE2D4-BK Display control for hotel rooms, black

Indoor unit S-22MP1E5 S-28MP1E5 S-36MP1E5 S-45MP1E5 S-56MP1E5 S-71MP1E5
Cooling capacity kW 2,2 2,8 3,6 4,5 5,6 7,1
Input power W 56,00 56,00 85,00 126,00 126,00 160,00
Current A 0,25 0,25 0,38 0,56 0,56 0,72
Heating capacity kW 2,5 3,2 4,2 5,0 6,3 8,0
Input power W 40,00 40,00 70,00 91,00 91,00 120,00
Current A 0,18 0,18 0,31 0,41 0,41 0,54
Fan type Sirocco fan Sirocco fan Sirocco fan Sirocco fan Sirocco fan Sirocco fan
Air flow Hi / Med / Lo m³/min 7,0 / 6,0 / 5,0 7,0 / 6,0 / 5,0 9,0 / 7,0 / 6,0 12,0 / 9,0 / 8,0 15,0 / 13,0 / 11,0 17,0 / 14,0 / 12,0
External static pressure Pa 15 15 15 15 15 15
Sound pressure Hi / Med / Lo dB(A) 33 / 30 / 28 33 / 30 / 28 39 / 35 / 29 38 / 35 / 31 39 / 36 / 31 41 / 38 / 35
Dimension H x W x D mm 615 x 1 065 x 230 615 x 1 065 x 230 615 x 1 065 x 230 615 x 1 380 x 230 615 x 1 380 x 230 615 x 1 380 x 230
Net weight kg 29 29 29 39 39 39

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 3/8 (9,52)
Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 5/8 (15,88)

SELF-DIAGNOSING AUTOMATIC FAN
HUMIDITY CONTROL

DRY
AUTOMATIC 

RESTART
BMS 

CONNECTIVITYOPTIONAL WI-FI

INTERNET CONTROL: Optional.

Technical focus
·  Pipes can be connected to either side of the unit from the 

bottom or rear
·  Easy to install
·  Front panel opens fully for easy maintenance
·  Removable air discharge grille gives flexible airflow
·  Room for condensate pump

Effective perimeter handling

COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION

R410A VRF SYSTEMS

317

VRF SYSTEMS INDEX



COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION

R1 type concealed floor-standing · R410A
At just 229 mm deep, the R1 unit can be easily concealed in perimeter areas 
to provide powerful and effective air conditioning.

Accessories
CZ-RTC6W CONEX wired remote controller (non-wireless), white
CZ-RTC6WBL CONEX wired remote controller with Bluetooth®, white
CZ-RTC6 CONEX wired remote controller (non-wireless), black
CZ-RTC6BL CONEX wired remote controller with Bluetooth®, black
CZ-RTC5B Wired remote controller with Econavi function

Accessories
CZ-RWS3 + CZ-RWRC3 Infrared remote controller and receiver
PAW-RE2C4-MOD-WH Room controller for hotel rooms, white
PAW-RE2C4-MOD-BK Room controller for hotel rooms, black
PAW-RE2D4-WH Display control for hotel rooms, white
PAW-RE2D4-BK Display control for hotel rooms, black

Indoor unit S-22MR1E5 S-28MR1E5 S-36MR1E5 S-45MR1E5 S-56MR1E5 S-71MR1E5
Cooling capacity kW 2,2 2,8 3,6 4,5 5,6 7,1
Input power W 56,00 56,00 85,00 126,00 126,00 160,00
Current A 0,25 0,25 0,38 0,56 0,56 0,72
Heating capacity kW 2,5 3,2 4,2 5,0 6,3 8,0
Input power W 40,00 40,00 70,00 91,00 91,00 120,00
Current A 0,18 0,18 0,31 0,41 0,41 0,54
Fan type Sirocco fan Sirocco fan Sirocco fan Sirocco fan Sirocco fan Sirocco fan
Air flow Hi / Med / Lo m³/min 7,0 / 6,0 / 5,0 7,0 / 6,0 / 5,0 9,0 / 7,0 / 6,0 12,0 / 9,0 / 8,0 15,0 / 13,0 / 11,0 17,0 / 14,0 / 12,0
External static pressure Pa 15 15 15 15 15 15
Sound pressure Hi / Med / Lo dB(A) 33 / 30 / 28 33 / 30 / 28 39 / 35 / 29 38 / 35 / 31 39 / 36 / 31 41 / 38 / 35
Dimension H x W x D mm 616 x 904 x 229 616 x 904 x 229 616 x 904 x 229 616 x 1 219 x 229 616 x 1 219 x 229 616 x 1 219 x 229
Net weight kg 21 21 21 28 28 28

Piping diameter
Liquid Inch (mm) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 1/4 (6,35) 3/8 (9,52)
Gas Inch (mm) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 1/2 (12,70) 5/8 (15,88)

SELF-DIAGNOSING AUTOMATIC FAN
HUMIDITY CONTROL

DRY
AUTOMATIC 

RESTART
BMS 

CONNECTIVITYOPTIONAL WI-FI

INTERNET CONTROL: Optional.

Perimeter air conditioning with high interior qualityTechnical focus
·  Chassis unit for discreet installation
·  Complete with removable filters
·  Pipes can be connected to either side of the unit from the 

bottom or rear
·  Easy to install

R410A
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Rating conditions: Cooling indoor 27 °C DB / 19 °C WB. Cooling outdoor 35 °C DB / 24 °C WB. Heating indoor 20 °C DB. Heating outdoor 7 °C DB / 6 °C WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

Hydrokit for ECOi, water at 45 °C · R410A
Connect the Hydrokit to your VRF system, together with other indoor units.
Total system performs high energy efficiency through heat recovering 
operation, and it gives an advantage for sustainability related assessment 
methods, such as BREEAM in UK.

Accessories
CZ-RTC5B Wired remote controller with Econavi function

Indoor unit S-80MW1E5 S-125MW1E5

Power supply
Voltage V 230 230
Phase Single phase Single phase
Frequency Hz 50 50

Cooling capacity kW 8,0 12,5
Heating capacity kW 9,0 14,0
Maximum temperature °C ~45 / ~65 1) ~45 / ~65 1)

Dimension H x W x D mm 892 x 502 x 353 892 x 502 x 353
Water pipe connector Inch R 1 ¼ R 1 ¼
Water pump (built-in) DC motor (A class) DC motor (A class)

Water flow rate
Cool L/min 22,90 35,80
Heat L/min 25,80 40,10

Piping diameter
Liquid Inch (mm) 3/8 (9,52) 3/8 (9,52)
Gas Inch (mm) 5/8 (15,88) 5/8 (15,88)
Drain mm 15 ~ 17 (inner size) 15 ~ 17 (inner size)

Operation range
Cool

Ambient °C +10 ~ +43 +10 ~ +43
Water °C +5 ~ +20 +5 ~ +20

Heat
Ambient °C -20 ~ +43 -20 ~ +43
Water °C +25 ~ +45 +25 ~ +45

Connectable system 3-Pipe (heat recovery type) VRF System (system capable up to 48 HP)
Maximum Indoor ratio (connectable hydrokit module capacity ratio) Total indoor unit + Hydrokit capacity: up to 130% (** ~ **% vs total outdoor unit capacity)

1) Maximum 45 °C by refrigerant circuit (heat pump cycle), over 45 °C is provided by electric heater operation.

Hydrokit control function / CZ-RTC5B
·  CZ-RTC5B can be used for hydrokit and also normal 

indoor unit. CZ-RTC5B checks the type of connected unit 
and switches between hydrokit and air conditioner 
display automatically

·  Hydrokit mode (tank or air conditioning mode) is set 
during initial startup

Overview: hydromodule in VRF system
·  Multiple hydromodule connection in same circuit is 

available
·  The mode of each module can be individually set from 

either hot water or space heating / cooling (once set the 
units cannot operate in another mode, resetting will be 
required)

·  3-Pipe control solenoid valve kit is necessary for each 
indoor unit and hydromodule

Basic principle and advantage.
Hydrokit module provides hot water by using waste heat 
that is recovered from standard air-conditioning indoor 
unit in cooling mode.

Technical focus
·  Only with 3-Pipe ECOi EX MF3 Series outdoor units
·  Remote controller CZ-RTC5B common use with DX coil 

indoor units ECOi and PACi

3-Pipe ECOi EX 
MF3 Series 
outdoor unit Heat recovery 

from standard 
indoor units

Max 65 °C (with E-heater). 
Water heating

Max 45 °C 
space heating

Hot water 
supply

* Cold water also available.

COMPATIBLE WITH ALL PANASONIC CONNECTIVITY SOLUTIONS. FOR 
DETAILED INFORMATION GO TO THE CONTROL SYSTEMS SECTION
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PRO-HT Tank Series for ECOi
PRO-HT Tank DHW. Big volume and high temperature tank for 
commercial application.

High performance and high saving
·  A7 COP maximum 5,29 and 6,70 

for ECOi 3-Pipe in case of heat 
recovery

·  Efficient hot water production by 
heat recovery

·  High temperature hot water 
without booster

·  Save installation time and cost by 
skipping additional accessories

Hot water production with 
simultaneous heating and cooling
·  Maximum water outlet 

temperature up to 65 °C without 
an electric heater

·  Big volume tank from 750L to 
1 000L capacity

·  Heat exchanger design inhibits 
limescale

Trusted quality
·  Double tube heat 

exchanger following 
drinking-water 
regulation

·  Tank and heat 
exchanger made with 
stainless steel

·  Internal and external 
pickling

One by one system compatible list with ECOi

Model Tank type Product compatibility Hot water outlet temperature
PAW-VP750LDHW-1 DHW U-16MF3 (3-Pipe) 65 °C

PAW-VP1000LDHW-1 DHW U-16MF3 (3-Pipe) 65 °C

1 2 3

Maximum 65 °C 
water outlet temperature

Solution example DHW tank 1 000L + 
ECOi 3-Pipe mixed system
·  Ideal offer for hotel projects
·  DHW production under spontaneous 

heating and cooling
·  Hot water up to 65 °C is efficiently 

produced by heat recovery
·  A7 COP 6,70 considering heat recovery

City water pipe inlet pipe

Hot water 
outlet pipe

Liquid pipe
Discharge pipe
Suction pipeHeating mixing valve

Solenoid 
valve
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Rating conditions: Cooling indoor 27 °C DB / 19 °C WB. Cooling outdoor 35 °C DB / 24 °C WB. Heating indoor 20 °C DB. Heating outdoor 7 °C DB / 6 °C WB. (DB: Dry Bulb; WB: Wet Bulb).
Specifications subject to change without notice. For detailed information about ErP / Energy Labelling, please visit our websites www.aircon.panasonic.eu or www.ptc.panasonic.eu.

PRO-HT Tank PAW-VP750LDHW-1 PAW-VP1000LDHW-1
COP DHW (A +7 °C, W 10~55 °C) EN 16147 1) 5,29 4,81
COP DHW (A +15 °C, W 10~55 °C) EN 16147 2) 7,01 5,32
Water volume (net) L 726 933
Reference tapping cycle 2XL 2XL
Standby heat loss according to EN16147 W/h 77 80

Maximum water temperature
Heat pump °C 65 65
Electrical heater °C 85 85

Dimension H x Ø mm 1 855 x 990 2 210 x 990
Net weight / with water kg 179 / 905 191 / 1 124
Stainless steel 316 L tank Yes Yes
Connections to the water supply network RP 1¼ RP 1¼
Average insulation thickness  mm 100 100
Number of electrical heaters x power W 1 x 6 000 1 x 6 000
Electric protection A 16 16
Moisture protection (PAW-VP-RTC5B-VRF) IP24 IP24

Heat exchanger connection
Inlet Inch (mm) 1/2 (12,70) 1/2 (12,70)
Outlet Inch (mm) 3/4 (19,05) 3/4 (19,05)

Tubing connection between SVK and tank
Liquid Inch (mm) 3/8 (9,52) 3/8 (9,52)
Gas Inch (mm) 3/4 (19,05) 3/4 (19,05)

Outdoor unit U-16MF3E8 U-16MF3E8
Energy consumption by chosen cycle (A +7 °C, W 10~55 °C) kWh 4,14 5,10
Energy consumption by chosen cycle (A +15 °C, W 10~55 °C) kWh 3,50 4,61

Power supply
Voltage V 400 400
Phase Three phase Three phase
Frequency Hz 50 50

Maximum power consumption
Without heater W 20 400 20 400
With heater W 26 400 26 400

Sound pressure at 1m from outdoor unit dB(A) 52 52
Refrigerant (R410A) / CO2 Eq. kg / T 8,3 / 17,300 8,3 / 17,300
Pipe length range from outdoor unit m 50 50
Elevation difference (in / out) m 30 (OU above) 30 (OU below) 30 (OU above) 30 (OU below)
Pipe length for nominal capacity m 7,5 7,5
Pre-charged pipe length m > 7,5 > 7,5
Additional gas amount g/m Refer to manual Refer to manual
Operating range - outdoor ambient Heat Min ~ Max °C -20 ~ +35 -20 ~ +35

1) Heating of sanitary water up to 55 °C with inlet air temperature at 7 °C, humidity at 89% and inlet water temperature at 10 °C. According to EN16147. 2) Heating of sanitary water up to 55 °C with inlet air 
temperature at 15 °C, humidity at 74% and inlet water temperature at 10 °C. According to EN16147.

This product is designed to comply with the European Water Quality Directive 98/83/EC amended by 2015/1787/EU. The lifespan of the product is not guaranteed in the case of the use of groundwater, such as 
spring water or well water, the use of tap water when salt or other impurities are contained, nor in areas of acidic water quality. Maintenance and warranty costs related to these cases are the customer’s 
responsibility.

* When connected as pressurised, safety valve is mandatory.

Accessories
PAW-VP-RTC5B-VRF Tank Controller for ECOi system
PAW-VP-VALV-280 Expansion valve kit 28 kW

DHW OPERATION RANGE

-20 °C
YEARS 
COMPRESSOR 
WARRANTY5HIGH 

TEMPERATURE

65°C
OUTPUT WATER

PRO-HT Tank DHW
Enjoy an efficient DHW.
Panasonic commercial PRO-HT Tank solutions meet all needs of your hot water 
applications providing 65 °C maximum water temperature.

High temperature hot water is efficiently produced without any boosters.
Can be combined with 3-Pipe ECOi EX MF3 Series to adapt various projects 
from high-end residentials to offices and hotels.

Technical focus
·  Water volume 750 L and 1 000 L
·  Maximum hot water outlet temperature 65 °C without 

boosters
·  Heating coil 52 m (750 L) and 63 m (1 000 L)
·  Tank material 3 mm
·  ABS external case

R410A VRF SYSTEMS
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Quality and efficient coil
Constructed from staggered copper tubes, 
mechanically expanded into aluminium fins, 
providing maximum heat transfer efficiency, 
durability and hygiene.

Flexible installation
Various types of unit to fit your needs with flexible 
installation options. A choice of service side for 
hydraulic connections, piping configuration and 
horizontal or vertical installation for ducted units.

Innovation for an optimum comfort
Range of fan coils for heating and cooling with 
capacities from 0,2 to 9,6 kW in cooling and from 0,2 
to 13,6 kW in heating. Bring full year comfort with 
hydronic systems.

Energy efficient and low noise fan
Dynamically balanced and specially designed fans, 
reinforced acoustic insulation and optimised fan 
speed staging for lower noise levels.
Improved efficiency with optional EC fan motor.

1 3

2 4

Fan coils highlighted features
Available in a wide range of designs, the fan coils are 
perfectly adapted to fit within almost any location.

Offering a great range of capacities and performance, available in a wide range of designs, the fan coils are perfectly 
adapted to fit within almost any location. Whether the requirements are for cooling only, or for both heating and cooling, 
there is a fan coil to suit. With a variety of piping and fan configuration, the range is capable of meeting the most stringent 
of requirements. Line up available in AC and EC fans, it is possible to achieve both powerful performance, but with 
sustainability in mind.

Controllers with sophisticated designs, provide a user friendly interface while enabling an easy and 
low cost integration to building management systems.

Optional wired remote controller for AC 
fan, 2-pipe and 4-pipe application.

Optional wired remote controller for AC 
fan 2-pipe application.

Optional wired remote controller for EC 
fan, 2-pipe and 4-pipe application.

PAW-FC-903ACPAW-FC-RC1 PAW-FC-903ECPAW-FC-907AC PAW-FC-907EC

MORE FAN COIL OPTIONS IN CHILLERS SECTION
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Smart fan coils

Stylish floor-standing fan coils with advanced controller
The slimline of Smart fan coils delivers high efficiency 
climate control.
With a depth of just under 130 mm they are at the cutting 
edge of the market. Blending easily into the home, Smart 
fan coil’s elegant design and product refinements are 
clear to see in every detail.
Exceptional ventilation efficiency means the motor uses 
considerably less energy (low wattage). The fan speed is 
continuously modulated by the temperature controller with 
proportional integral logic, with undoubted advantages for 
regulating the temperature and humidity in summer mode.

Technical focus
·  4 operation modes (auto, silent, night-time and 

maximum ventilation speed)
·  Exclusive design
·  Extremely compact (only 129 mm deep)
·  Cooling and dehumidification functions possible (drain is 

needed)
·  3-way valve included (no overflow valve needed on the 

installation if more than 3 units installed)
·  Touch screen thermostat

With Smart fan coil.With standard cast radiators.

2,0 kW 2,0 kW

Water at 65 °C needed. Water at 35 °C needed.

All temperature curves and 
capacity are available on 
www.panasonicproclub.com

Built-in advanced 
thermostat.

Accessories
PAW-AAIR-LEGS-1 Kits of 2 legs to protect the water pipings

Accessories

PAW-AAIR-RHCABLE Motor connection cable for units with hydraulic 
connections on the right

PAW-AAIR-200-2 PAW-AAIR-700-2 PAW-AAIR-900-2 NEW PAW-AAIR-1100-2
Total cooling capacity Lo / Med / Hi kW 0,3 / 0,5 / 0,6 0,6 / 0,9 / 1,5 0,8 / 1,6 / 2,1 0,9 / 1,8 / 2,5
Sensible capacity Lo / Med / Hi kW 0,2 / 0,4 / 0,6 0,5 / 0,9 / 1,3 0,7 / 1,3 / 1,9 0,9 / 1,6 / 2,3
Water flow Lo / Med / Hi kg/h 51,1 / 89,4 / 106,3 96,0 / 155,2 / 251,1 140,8 / 267,2 / 365,7 158,1 / 300,3 / 423,6
Water pressure drop Lo / Med / Hi kPa 3,3 / 5,7 / 6,1 1,1 / 2,1 / 4,2 1,5 / 5,8 / 10,3 1,3 / 5,0 / 10,6
Inlet water temperature °C 10 10 10 10
Outlet water temperature °C 15 15 15 15
Inlet air temperature °C 27 27 27 27
Outlet air temperature Lo / Med / Hi °C 12,8 / 13,2 / 14,9 14,6 / 14,8 / 14,0 15,8 / 14,6 / 14,4 18,1 / 15,2 / 14,7
Relative humidity of inlet air % 47 47 47 47
Total heating capacity Lo / Med / Hi kW 0,2 / 0,4 / 0,5 0,4 / 0,8 / 1,2 0,6 / 1,2 / 1,6 0,8 / 1,4 / 2,1
Water flow Lo / Med / Hi kg/h 38,4 / 70,5 / 92,8 72,7 / 139,2 / 201,6 114,0 / 204,2 / 284,5 138,3 / 243,2 / 356,7
Water pressure drop Lo / Med / Hi kPa 1,0 / 2,3 / 3,0 0,5 / 1,5 / 3,1 1,0 / 3,3 / 6,6 1,1 / 3,1 / 7,3
Inlet water temperature °C 35 35 35 35
Outlet water temperature °C 30 30 30 30
Inlet air temperature °C 19 19 19 19
Outlet air temperature Lo / Med / Hi °C 33,5 / 33,3 / 30,9 30,1 / 31,4 / 31,8 30,1 / 31,1 / 31,2 26,6 / 29,5 / 30,5
Air flow Lo / Med / Hi m³/min 0,9 / 1,9 / 2,7 2,6 / 4,2 / 5,3 4,1 / 6,1 / 7,7 6,2 / 7,6 / 9,6
Maximum input power Lo / Med / Hi W 7,0 / 9,0 / 13,0 14,0 / 18,0 / 22,0 16,0 / 20,0 / 24,0 18,0 / 22,0 / 26,5
Sound pressure Lo / Med / Hi dB(A) 24 / 33 / 39 25 / 34 / 40 25 / 34 / 42 26 / 35 / 43
Dimension (H x W x D) mm 735 x 579 x 129 935 x 579 x 129 1 135 x 579 x 129 1 335 x 579 x 129
Net weight kg 17 20 23 26
3 Ways valve included Yes Yes Yes Yes
Touch screen thermostat Yes Yes Yes Yes

* Smart fan coils is produced by Innova.
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Fan coils - ducted (AC)

ErP
✔

ERP 2018: compliant following COMMISSION REGULATION (EU) No2016/2281.

Optional controller.
Wired remote controller.
PAW-FC-903AC

Optional controller.
Advanced wired remote 
controller.
PAW-FC-RC1

Optional controller.
Wired remote controller 
with touch control.
PAW-FC-907AC

Accessories
PAW-FC-RC1 Advanced wired remote controller
PAW-FC-907AC Wired remote controller with touch control
PAW-FC-903AC Wired remote controller
PAW-FC-2WY-11/55-1 2 way valve + drain pan for models 010-060

Accessories
PAW-FC-2WY-65/90-1 2 way valve + drain pan for models 070-080
PAW-FC-3WY-11/55-1 3 way valve + drain pan for models 010-060
PAW-FC-3WY-65/90-1 3 way valve + drain pan for models 070-080

Left connection (PAW-) FC2A-D010L FC2A-D020L FC2A-D030L FC2A-D040L FC2A-D050L FC2A-D060L FC2A-D070L FC2A-D080L
Right connection (PAW-) FC2A-D010R FC2A-D020R FC2A-D030R FC2A-D040R FC2A-D050R FC2A-D060R FC2A-D070R FC2A-D080R
Total cooling capacity 1) Lo / Med / Hi kW  0,7 / 1,0 / 1,5 0,7 / 1,2 / 1,7 1,0 / 2,0 / 2,5 1,2 / 2,4 / 3,2 1,7 / 3,2 / 4,6 2,7 / 4,6 / 5,8 3,4 / 6,1 / 7,3 4,6 / 6,1 / 8,1
Sensible capacity 1) Lo / Med / Hi kW  0,5 / 0,8 / 1,1 0,6 / 0,9 / 1,3 0,8 / 1,5 / 1,9 0,9 / 1,8 / 2,3 1,2 / 2,2 / 3,3 1,9 / 3,3 / 4,5 2,4 / 4,3 / 5,1 3,4 / 4,6 / 6,3
Water flow Lo / Med / Hi l/h 124 / 172 / 250 127 / 213 / 289 172 / 341 / 430 206 / 413 / 547 296 / 544 / 798 466 / 784 / 1 003 587 / 1 058 / 1 252 798 / 1 048 / 1 400
Water pressure drop Lo / Med / Hi kPa 10,7 / 19,5 / 39,2 1,9 / 3,9 / 6,3 6,3 / 19,3 / 28,8 5,4 / 17,1 / 28,0 7,5 / 22,8 / 46,9 13,9 / 37,4 / 60,2 4,8 / 15,4 / 21,5 11,9 / 19,3 / 32,5
Heating capacity 2) Lo / Med / Hi kW 0,9 / 1,4 / 2,0 0,9 / 1,5 / 2,2 1,3 / 2,4 / 3,1 1,4 / 2,9 / 4,0 2,1 / 4,1 / 5,7 3,1 / 5,3 / 7,1 4,3 / 7,9 / 9,3 5,9 / 8,1 / 11,6
Sound levels
Global sound power Lo / Med / Hi dB(A) 33 / 40 / 49 31 / 43 / 50 30 / 45 / 52 30 / 44 / 51 34 / 46 / 56 38 / 51 / 58 43 / 56 / 61 50 / 55 / 64
Global sound pressure 3) Lo / Med / Hi dB(A) 24 / 31 / 40 22 / 34 / 41 21 / 36 / 43 21 / 35 / 42 25 / 37 / 47 29 / 42 / 49 34 / 47 / 52 41 / 46 / 55
Fan
Number 1 1 1 2 2 2 2 3
Air flow Lo / Med / Hi m³/h 111 / 190 / 283 105 / 179 / 265 138 / 274 / 390 173 / 357 / 499 253 / 486 / 716 350 / 640 / 933 480 / 893 / 1 064 660 / 936 / 1 397
External pressure Max Pa 55 55 65 85 85 115 125 70
Filter G2 G2 G2 G2 G2 G2 G2 G2
Electrical data

Power supply
Voltage V 230 230 230 230 230 230 230 230
Phase Single phase Single phase Single phase Single phase Single phase Single phase Single phase Single phase
Frequency Hz 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60 50 / 60

Consumption Lo / Med / Hi W 13 / 24 / 36 10 / 18 / 29 16 / 37 / 45 15 / 37 / 56 28 / 55 / 72 37 / 75 / 105 53 / 100 / 147 90 / 112 / 188
Water connections

Type Female gas 
threaded

Female gas 
threaded

Female gas 
threaded

Female gas 
threaded

Female gas 
threaded

Female gas 
threaded

Female gas 
threaded

Female gas 
threaded

Water connections Inch 1/2 1/2 1/2 1/2 1/2 1/2 3/4 3/4
Dimension and weight
Dimension H x W x D mm 220 x 570 x 430 220 x 570 x 430 220 x 730 x 430 220 x 938 x 430 220 x 1 122 x 430 220 x 1 307 x 430 220 x 1 121 x 530 220 x 1 316 x 530
Weight kg  13 13 15 20 22 26 27 38

1) According to Eurovent standard. Air: 27 °C DB / 19 °C WB. Water in / out: 7 °C / 12 °C. 2) Air: 20 °C. Water in / out: 50 °C / 45 °C. 3) The sound pressure levels are based on (NR) characteristics of a room 
having volume of 100 m³ with reverberation of 0,5 seconds.
Values indicated are for 0 Pa external static pressure, for additional pressure characteristics, please refer the selection software. * Fan coil units are produced by Systemair.

Technical focus
·  Cooling capacity: 0,7 to 8,1 kW
·  Heating capacity: 0,7 to 10,3 kW
·  5-speed AC fan motor(s)

Main features and accessories
·  Left or right hand arrangements
·  Ease of installation
·  Very low acoustic levels
·  2 way or 3 way ON / OFF valves
·  Auxiliary drain pan
·  Air intake with removable grid
·  G2 filter

Operating limits
Entering water temperature From 5 to 90 °C
Indoor air temperature From 5 to 32 °C
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Fan coils - wall-mounted (AC)

ErP
✔

ERP 2018: compliant following COMMISSION REGULATION (EU) No2016/2281.

Accessories
PAW-FC-RC1 Advanced wired remote controller
PAW-FC-907AC Wired remote controller with touch control
PAW-FC-903AC Wired remote controller

Accessories
PAW-FC2-2WY-K007 2 way valve
PAW-FC2-3WY-K007 3 way valve

Technical focus
·  4 sizes
·  Cooling capacity: 1,0 to 3,9 kW
·  Heating capacity: 1,4 to 4,1 kW
·  Version: 2-pipes, AC fan

Main features and accessories
·  2 way or 3 way valve ON / OFF
·  3-speed AC fan motor
·  Silent unit for optimum customer comfort
·  Aesthetic design suitable for residential and hotel 

applications
·  Compatible with IR controller (supplied with IR versions)
·  Coil with hydrophilic fins to improve the condensate flow
* The electric movement of the flaps is available for the IR version.

Operating limits
Entering water temperature From 5 to 60 °C
Indoor air temperature From 6 to 40 °C

Infrared remote supplied 
with IR versions.
IR Controller

Optional controller.
Wired remote controller.
PAW-FC-903AC

Optional controller.
Advanced wired remote 
controller.
PAW-FC-RC1

Optional controller.
Wired remote controller 
with touch control.
PAW-FC-907AC

2-pipe
PAW-FC2A-K007 PAW-FC2A-K009 PAW-FC2A-K018 PAW-FC2A-K022

PAW-FC2A-K007IR PAW-FC2A-K009IR PAW-FC2A-K018IR PAW-FC2A-K022IR
Total cooling capacity 1) Lo / Med / Hi kW  1,0 / 1,3 / 1,7 1,6 / 1,7 / 2,4 2,8 / 3,0 / 3,5 2,9 / 3,1 / 3,9
Sensible capacity 1) Lo / Med / Hi kW  0,7 / 1,0 / 1,2 1,2 / 1,3 / 1,9 2,1 / 2,3 / 2,7 2,3 / 2,5 / 3,1
Water flow Lo / Med / Hi l/h 172 / 231 / 287 270 / 291 / 418 483 / 508 / 609 502 / 535 / 669
Water pressure drop Lo / Med / Hi kPa 18,6 / 24,9 / 30,9 18,5 / 27,0 / 40,0 34,6 / 41,3 / 55,6 37,2 / 33,7 / 45,2
Heating capacity 2) Lo / Med / Hi kW 1,4 / 1,7 / 2,0 1,7 / 2,0 / 2,7 2,9 / 3,2 / 4,0 3,1 / 3,7 / 4,4
Sound levels
Sound power Lo / Med / Hi dB(A) 45 / 49 / 51 47 / 52 / 57 49 / 53 / 59 56 / 59 / 63
Sound pressure 3) Lo / Med / Hi dB(A) 32 / 36 / 38 34 / 39 / 44 40 / 43 / 46 43 / 46 / 50
Fan
Number 1 1 1 1
Air flow Lo / Med / Hi m³/h 282 / 321 / 360 367 / 413 / 551 532 / 592 / 680 617 / 709 / 850
Filter G1 G1 G1 G1
Electrical data

Power supply
Voltage V 230 230 230 230
Phase Single phase Single phase Single phase Single phase
Frequency Hz 50 50 50 50

Fuse rating A 3 3 3 3
Consumption Lo / Med / Hi W 39 / 42 / 62 30 / 47 / 59 44 / 50 / 55 50 / 55 / 70
Water connections
Type Female gas threaded Female gas threaded Female gas threaded Female gas threaded
Water connections Inch 1/2 1/2 1/2 1/2
Dimension and weight
Dimension H x W x D mm 275 x 180 x 845 275 x 180 x 845 298 x 200 x 940 298 x 200 x 940
Weight kg  11 11 13 13

1) According to Eurovent standard. Air: 27 °C DB / 19 °C WB. Water in / out: 7 °C / 12 °C. 2) According to Eurovent standard. Air: 20 °C. Water in / out: 45 °C / 40 °C. 3) Sound pressure considering a local of 
100 m³ a reverberation time of 0,5 seconds and a distance of 1 m.
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